Static magnet system Acceleration belt with corrugated edge
corrUgated Edge belt with cleats Eddy current sorting in the particle size High throughputs thanks to belt speeds of up to 3 m/s

Secure bulk material transport at 35° belt range of 0.5 - 8 mm Automated belt tension and adjustment
inclination Working width 1,500 mm Rotating belt scraper for active cleaning of the belt surface
y. Point force action guarantees high

N separation precision

Automated splitter

Reproducible positioning of the
splitter possible by pushing a button

4 / Vibrating feeder with electromagnetic driver

Optimal homogenisation and dosing of the feed material
thanks to use of a barrier strip

Variable material discharge All conveying technology on board

Optimised system layout thanks to free selection of discharge side nal belt conveyors available in two different lengths that can be

Integrated belt scraper prevents caking used L arsally within the BLUELINE system
High-efficiency drum motors - low-maintenance, durable and reliable!
Suction hoods to reduce dust emissions available as an option

Quick-coupling system

Tool-free installation of the external belt conveyors
thanks to folding arms with snap locking
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EDDY ONE

Our eddy current separator EDDY ONE with a static magnetic system sets new standards in the field of non-fer-
rous metal separation.

Its advanced technology, low maintenance and ability to achieve the highest purity levels from 0.5mm grain size,
make it an optimal solution for various metal streams. Thanks to the special magnetic system, excellent output ‘ _ S i
rates can be achieved in the finest grain sizes for the first time. ) N ‘ -
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